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ENERGY EFFICIENCY

All Atlas Copco couplings are designed 
for a minimum pressure drop to reduce 
energy consumption.

PRODUCTIVITY

Exceptionally high air flow will guarantee 
full power in the tools.

QUALITY

The bodies of the couplings are made of 
hardened steel with a no-leakage design 
for long service life and heavy duty ap-
plications.

ERGONOMICS

Compact dimensions and low weight.

Introduction – Quick Couplings

SAFETY

ErgoQIC and QIC S are vented safety 
versions to minimize the risk of sudden 
component separation and sound bang. 
The safety features are according to  
EN 983 and ISO 4414.

THE RANGE
Atlas Copco offers a broad range of cou-
plings, ErgoQIC 08/E/US, ErgoQIC 10/
ASIA/US/AC, ErgoQIC 15E/US, QIC 08/S, 
QIC 10/S/E/SE/ASIA/US, QIC 15/S/SE/
US and CLAW. The ErgoQIC system is 
a ball valve coupling with a safety feature 
offering a higher flow than ordinary cou-
pling systems. The QIC system is a nor-
mal quick coupling system with high air 
flow. The QIC S and QIC SE are quick 

Selection Guide

Whenever tools or pneumatic equipment need to be changed, 
or you need to make quick connections of hoses to an air outlet, 
Atlas Copco couplings are simply the best choice.

Simply the best choice!

Standard GLOBAL EU standard ISO 6150-B (former US) EU EU ASIA Tema

Type 7.6 (7.4) 10.4 1/4" 3/8" 1/2" 1300 1800

Market Benelux, France, US, Norway, Switzerland Australia Italy, SA Nordic Nordic

Atlas Copco ErgoQIC 08 10 08E 15E 08US 10US 15US 10AC 10 ASIA
Atlas Copco QIC 10E 15E 08 10US 15US 10 15 10 ASIA 10T 15T
Atlas Copco QIC Safety 10SE 15SE 08S 10S 15S
CEJN 320 410 310 430 550 315 303 408
Oetiker SC C SC B1 SC E SC H SC D
Tema 1600 1700 1400 1650 1750 1300 1800
Rectus 25/26 27 23/24 30 37 33 34 13 31 32
Prevost ESC/ERC07 IRC/ISC06 IRC/ISC08 ISG 11 ORG
Nitto Kohki 20/30/40
Amflo C20B C26 C10
Bosch 7.2
Parker 55 30 / B23 25F 17
Foster 3003 4404 5205
Abnox x
Afnor NF 49053 x x x
Camozzi 508/5180
Dynaquip 1/4" 3/8"
EWO x
Festo KD
Gromelle 600 900
Hansen 22/3000 400/4000 500/5000
Ingersoll Rand 7S7 A2/MS/102 A3/103/203 A4/104/204
Kaeser x
Legris 25/26 27 23/24 30 13
Tomco 180 4000 5000

couplings with a safety function. The 
Claw coupling is a large bore claw cou-
pling system offering a very high air flow. 

For assembly tools, riveting ham-
mers and drills it is recommended that 
a smaller sized coupling such as QIC 
10/S/E/SE, ErgoQIC 08/E and ErgoQIC 
10US is used, but for assembly tools and 
drills with higher air consumption than 
20 l/s it is recommended that QIC 15/S/
SE, ErgoQIC 10 or ErgoQIC 15US are 
used. For grinders and percussive tools 
it is recommended that the bigger sized 
couplings QIC 15/S/SE and ErgoQIC 10 
and Claw are used. For smaller grinders 
with air consumption below 10 l/s Ergo-
QIC 08/E, QIC 10/S/E/SE and ErgoQIC 
10US can be used.

Pocket coupling selector available,
Ordering No. 9833 1648 08
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ERGOQIC 08 AND ERGONIP 08, 18 L/S (recommended air flow at 6.3 bar pressure)

FLOW CHART. ERGOQIC 08 M15 AND ERGONIP 08 M10

Air flow at an inlet pressure of 6.3 bar.

Quick Couplings	 ErgoQIC 08 and ErgoNIP 08

Atlas Copco Global 
standard
ERGOQIC 08

The ErgoQIC 08 is a full flow quick cou-
pling with no air restriction inside the 
coupling. It is suitable for assembly tools, 
drills and small grinders. Upgrading any 
air system with ErgoQIC 08 will give the 
benefits of productivity and energy effi-
ciency.

l	Full flow coupling.
l	Ergonomic design, small size and low 

weight.
l	Strong and durable.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Global.

Technical Data
Max flow capacity 29 l/s (0.5 bar ΔP)
Economical air flow 18 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -10ºC to +70ºC

						    
Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 ErgoQIC 08	 Ordering No.	 mm	 in	 type	 ErgoNIP 08	 Ordering No.	 mm	 in

H – Hose	 H06	 8202 1110 04	   6.3	 1/4	 H – Hose	 H05	 8202 1210 33	   5	 3/16
	 H08	 8202 1110 12	   8	 5/16		  H06	 8202 1210 37	   6.3	 1/4
	 H10	 8202 1110 38	 10	 3/8		  H08	 8202 1210 45	   8	 5/16
	 H13	 8202 1110 40	 12.5	 1/2		  H10	 8202 1210 52	 10	 3/8
						      H13	 8202 1210 54	 12.5	 1/2

M – Male	 M08	 8202 1110 61	 1/4 BSP		 SH – Safety Hose a	 SH06	 8202 1210 39	   6.3	 1/4
	 M10	 8202 1110 79	 3/8 BSP			  SH08	 8202 1210 47	   8	 5/16
	 M15	 8202 1110 87	 1/2 BSP			  SH10	 8202 1210 50	 10	 3/8
						      SH13	 8202 1210 55	 12.5	 1/2

F – Female	 F08	 8202 1110 90	 1/4 BSP	 M – Male	 M06	 8202 1210 03	 1/8 BSP
	 F10	 8202 1110 95	 3/8 BSP		  M08	 8202 1210 11	 1/4 BSP
					     M10	 8202 1210 29	 3/8 BSP
					     M15	 8202 1210 31	 1/2 BSP

Protective cover		  9090 1940 00		  F – Female	 F08	 8202 1210 60	 1/4 BSP
					     F10	 8202 1210 62	 3/8 BSP

a For joining hoses longer than 3 meters.

Nipple profile
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FLOW CHART. ERGOQIC 10 M15 AND ERGONIP 10 M15 

Air flow at an inlet pressure of 6.3 bar.

ErgoQIC 10 and ErgoNIP 10 	 Quick Couplings

Atlas Copco Global 
standard
ERGOQIC 10

The ErgoQIC 10 is a full flow coupling 
with no air restriction inside the coupling. 
It is suitable for assembly tools, drills and 
grinders. Upgrading any air system with 
ErgoQIC 10 will give the benefits of pro-
ductivity and energy efficiency. 

l	Extreme full flow coupling.
l	Strong and durable.
l	Minimized connection force.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Global.

Technical Data
Max flow capacity 60 l/s (0.5 bar ΔP)
Economical air flow 40 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -10ºC to +70ºC

ERGOQIC 10 AND ERGONIP 10, 40 L/S (recommended air flow at 6.3 bar pressure)
						    

Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 ErgoQIC 10	 Ordering No.	 mm	 in	 type	 ErgoNIP 10	 Ordering No.	 mm	 in

H – Hose	 H06	 8202 1120 30	   6.3	 1/4	 H – Hose	 H06	 8202 1220 35	   6.3	 1/4
		  H08	 8202 1120 40	   8	 5/16		  H08	 8202 1220 43	   8	 5/16
		  H10	 8202 1120 02	 10	 3/8		  H10	 8202 1220 50	 10	 3/8
		  H13	 8202 1120 10	 12.5	 1/2		  H13	 8202 1220 68	 12.5	 1/2
		  H16	 8202 1120 50	 16	 5/8		  H16	 8202 1220 76	 16	 5/8
		  H20	 8202 1120 60	 19	 3/4		  H20	 8202 1220 77	 19	 3/4

M – Male	 M08	 8202 1120 85	 1/4 BSP	 SH – Safety Hose a	 SH06	 8202 1220 37	   6.3	 1/4
		  M10	 8202 1120 93	 3/8 BSP		  SH08	 8202 1220 45	   8	 5/16
		  M15	 8202 1120 97	 1/2 BSP		  SH10	 8202 1220 52	 10	 3/8
		  M20	 8202 1120 98	 3/4 BSP		  SH13	 8202 1220 70	 12.5	 1/2
		  M25	 8202 1120 99	 1 BSP			   SH16	 8202 1220 74	 16	 5/8
							       SH20	 8202 1220 75	 19	 3/4

F – Female 	 F08	 8202 1121 00	 1/4 BSP	 M – Male	 M08	 8202 1220 01	 1/4 BSP
		  F10	 8202 1121 05	 3/8 BSP		  M10	 8202 1220 19	 3/8 BSP
		  F15	 8202 1121 10	 1/2 BSP		  M15	 8202 1220 27	 1/2 BSP

Protective cover		  9090 1931 00		  F – Female	 F08	 8202 1220 84	 1/4 BSP
						      F10	 8202 1220 86	 3/8 BSP
						      F15	 8202 1220 88	 1/2 BSP

a For joining hoses longer than 3 meters.

Nipple profile
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Quick Couplings	 ErgoQIC 08E and NIP EU 7.6

ERGOQIC 08E AND NIP EU 7.6, 24 L/S (recommended air flow at 6.3 bar pressure)
						    

Connection	 Coupling			   Size	 Connection	 Nipple		  Size

type	 ErgoQIC 08E	 Ordering No.	 mm	 in	 type	 NIP EU 7.6	 Ordering No.	 mm	 in

H – Hose		  H06	 8202 1106 00	   6.3	 1/4	 H – Hose		  H05	 8202 1204 00	   5	 3/16
			   H08	 8202 1106 01	   8	 5/16			   H06	 8202 1204 05	   6.3	 1/4
			   H10	 8202 1106 02	 10	 3/8			   H08	 8202 1204 10	   8	 5/16
			   H13	 8202 1106 03	 12.5	 1/2			   H10	 8202 1204 15	 10	 3/8
									         H13	 8202 1204 20	 12.5	 1/2

							     

M – Male thread		  M08	 8202 1106 04	 1/4 BSP		 M – Male thread		  M06	 8202 1204 25	 1/8 BSP
			   M10	 8202 1106 05	 3/8 BSP				   M08	 8202 1204 30	 1/4 BSP
			   M15	 8202 1106 06	 1/2 BSP				   M10	 8202 1204 35	 3/8 BSP

F – Female		  F08	 8202 1106 07	 1/4 BSP		  MT – Male taper thread 		 MT08	 8202 1204 40	 1/4 BSPT
			   F10	 8202 1106 08	 3/8 BSP				    MT10	 8202 1204 45	 3/8 BSPT
			   F15	 8202 1106 09	 1/2 BSP				    MT15	 8202 1204 50	 1/2 BSPT

Protective cover	 9090 1940 01		  F – Female		  F08	 8202 1204 55	 1/4 BSP
									         F10	 8202 1204 60	 3/8 BSP

FLOW CHART. ERGOQIC 08E AND NIP EU 7.6

Eurostandard 7.6 (7.4)
ERGOQIC 08E

The ErgoQIC 08E is a full flow quick 
coupling with no air restriction inside the 
coupling. It is suitable for assembly tools, 
drills and small grinders. Upgrading any 
air system using Eurostandard nipples 
with ErgoQIC 08E couplings will give the 
benefits of productivity and energy effi-
ciency. 

l	Full flow coupling.
l	Ergonomic design, small size and low 

weight.
l	Strong and durable.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Europe.

Air flow at an inlet pressure of 6.3 bar.

Technical Data
Max flow capacity	 38 l/s (0.5 bar ΔP)
Economical air flow	 24 l/s (0.2 bar ΔP)
Max working pressure	 16 bar
Temperature range	 -10ºC to +70ºC

Nipple profile
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QIC 10E and NIP EU 7.6 	 Quick Couplings

QIC 10E AND NIP EU 7.6, 20 L/S (recommended air flow at 6.3 bar pressure)

FLOW CHART. QIC 10E M10 AND NIP EU 7.6

Air flow at an inlet pressure of 6.3 bar.

Eurostandard 7.6 (7.4)
QIC 10E

The QIC 10E coupling is easy to han-
dle and suitable for assembly tools and 
drills. The QIC 10E is compatible with 
eurostandard nipples. QIC 10E has a 
wide range of connections available.

l	High flow coupling.
l	One-hand operation.
l	Low connection force.
l	Main market: Europe.

Technical Data
Max flow capacity	 32 l/s (0.5 bar ΔP)
Economical air flow	 20 l/s (0.2 bar ΔP)
Max working pressure	 16 bar
Temperature range	 -20ºC to +80ºC

Nipple profile

						    
Connection	 Coupling			   Size	 Connection	 Nipple		  Size

type	 QIC 10E	 Ordering No.	 mm	 in	 type	 NIP EU 7.6	 Ordering No.	 mm	 in

H – Hose		  H06	 8202 1303 80	   6.3	 1/4	 H – Hose		  H05	 8202 1204 00	   5	 3/16
			   H08	 8202 1303 81	   8	 5/16			   H06	 8202 1204 05	   6.3	 1/4
			   H10	 8202 1303 82	 10	 3/8			   H08	 8202 1204 10	   8	 5/16
			   H13	 8202 1303 83	 13	 1/2			   H10	 8202 1204 15	 10	 3/8
									         H13	 8202 1204 20	 12.5	 1/2
							     

MT – Male taper thread		 MT08	 8202 1303 84	 1/4 BSPT		 M – Male thread		  M06	 8202 1204 25	 1/8 BSP
			   MT10	 8202 1303 85	 3/8 BSPT				   M08	 8202 1204 30	 1/4 BSP
			   MT15	 8202 1303 86	 1/2 BSPT				   M10	 8202 1204 35	 3/8 BSP

													          

F – Female		  F08	 8202 1303 87	 1/4 BSP		  MT – Male taper thread		  MT08	 8202 1204 40	 1/4 BSPT
			   F10	 8202 1303 88	 3/8 BSP				    MT10	 8202 1204 45	 3/8 BSPT
									         MT15	 8202 1204 50	 1/2 BSPT
							     

					     		  F – Female		  F08	 8202 1204 55	 1/4 BSP
									         F10	 8202 1204 60	 3/8 BSP 
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QIC 10SE AND NIP EU 7.6, 22 L/S (recommended air flow at 6.3 bar pressure)

FLOW CHART. QIC 10SE M10 AND NIP EU 7.6

Air flow at an inlet pressure of 6.3 bar.

Quick Couplings	 QIC 10SE and NIP EU 7.6

Eurostandard 7.6 (7.4)
QIC 10SE

The QIC 10SE safety coupling is easy to 
handle and suitable for assembly tools 
and drills. The QIC 10SE is compatible 
with eurostandard nipples. QIC 10SE 
has a wide range of connections avail-
able.

l	High flow coupling.
l	One-hand operation.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Europe.

Technical Data
Max flow capacity	 34 l/s (0.5 bar ΔP)
Economical air flow	 22 l/s (0.2 bar ΔP)
Max working pressure	 16 bar
Temperature range	 -20ºC to +80ºC

Nipple profile

						    
Connection	 Coupling		  Size 		  Connection	 Nipple		  Size

type	 QIC 10SE	 Ordering No.	 mm	 in	 type	 NIP EU 7.6	 Ordering No.	 mm	 in

H – Hose		  H06	 8202 1303 60	   6.3	 1/4	 H – Hose		  H05	 8202 1204 00	   5	 3/16
			   H08	 8202 1303 61	   8	 5/16			   H06	 8202 1204 05	   6.3	 1/4
			   H10	 8202 1303 62	 10	 3/8			   H08	 8202 1204 10	   8	 5/16
			   H13	 8202 1303 63	 12.5	 1/2			   H10	 8202 1204 15	 10	 3/8
									         H13	 8202 1204 20	 12.5	 1/2
							     

M – Male thread		  M08	 8202 1303 64	 1/4 BSP		  M – Male thread		  M06	 8202 1204 25	 1/8 BSP
			   M10	 8202 1303 65	 3/8 BSP				    M08	 8202 1204 30	 1/4 BSP
			   M15	 8202 1303 66	 1/2 BSP				    M10	 8202 1204 35	 3/8 BSP

														           
		

MT – Male taper thread		 MT15	 8202 1303 67	 1/2 BSPT		 MT – Male taper thread		  MT08	 8202 1204 40	 1/4 BSPT
									         MT10	 8202 1204 45	 3/8 BSPT
									         MT15	 8202 1204 50	 1/2 BSPT
							     

F – Female		  F08	 8202 1303 68	 1/4 BSP		  F – Female		  F08	 8202 1204 55	 1/4 BSP
			   F10	 8202 1303 69	 3/8 BSP				    F10	 8202 1204 60	 3/8 BSP
			   F15	 8202 1303 70	 1/2 BSP
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ErgoQIC 15E and NIP 15E 	 Quick Couplings

Euro standard 10.4
ERGOQIC 15E

The ErgoQIC 15E is a full flow coupling 
with no air restriction inside the coupling 
suitable for large air consuming assem-
bly tools, drills and grinders. Upgrading 
any air system with ErgoQIC 15E will 
give the benefit of productivity and en-
ergy efficiency.

l	Extreme full flow coupling.
l	Strong and durable.
l	Minimized connection force.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Europe.

Nipple profile

Technical Data
Max flow capacity 76 l/s (0.5 bar ΔP)
Economical air flow 49 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -20ºC to +80ºC

ERGOQIC 15E AND NIP 15E, 49 L/S (recommended air flow at 6.3 bar pressure)

FLOW CHART. ERGOQIC 15E AND NIP 15E 

Air flow at an inlet pressure of 6.3 bar.

			   Size			   Size
Connection	 Coupling				    Connection	 Nipple		
type	 ErgoQIC 15E	 Ordering No.	 mm	 in	 type	 NIP 15E	 Ordering No.	 mm	 in

H – Hose H10 8202 1106 50 10	 3/8 H – Hose H06 8202 1253 00 6.3 1/4
H13 8202 1106 51	 12.5	 1/2 H08	 8202 1253 05	 8	 5/16
H16 8202 1106 52	 16	 5/8 H10 8202 1253 10	 10	 3/8
H20 8202 1106 53	 19	 3/4 H13	 8202 1253 15	 12.5	 1/2

H16	 8202 1253 20	 16	 5/8
H20	 8202 1253 23	 19	 3/4

M – Male M10	 8202 1106 60 3/8 BSP M – Male M10	 8202 1253 25	 3/8 BSP
		  M15	 8202 1106 61	 1/2 BSP		  M15	 8202 1253 30	 1/2 BSP
		  M20	 8202 1106 62	 3/4 BSP		  M20	 8202 1253 34	 3/4 BSP

M25 8202 1106 63	 1 BSP

F – Female F10 8202 1106 70 3/8 BSP MT – Male taper thread MT08	 8202 1253 35	 1/4 BSPT
		  F15	 8202 1106 71	 1/2 BSP		  MT10	 8202 1253 40	 3/8 BSPT
							       MT15	 8202 1253 45	 1/2 BSPT

					     F – Female F08	 8202 1253 50	 1/4 BSP
							       F10	 8202 1253 55	 3/8 BSP 
							       F15	 8202 1253 60	 1/2 BSP 
							       F20	 8202 1253 63	 3/4 BSP
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Euro standard 10.4
QIC 15E
The QIC 15E quick coupling is suitable 
for assembly tools, grinders and drills. 
The QIC 15E has a wide range of con-
nections available and it is interchangea-
ble with eurostandard nipples.

l	Exceptionally high flow.
l	One-hand operation.
l	Strong and durable.
l	Main market: Europe.

Technical Data
Max flow capacity 62 l/s (0.5 bar ΔP)
Economical air flow 40 l/s (0.2 bar ΔP)
Max working pressure 10 bar
Temperature range -20ºC to +80ºC

FLOW CHART. QIC 15E AND NIP EU 10.4 

Nipple profile

QIC 15E AND NIP EU 10.4, 40 L/S (recommended air flow at 6.3 bar pressure)
			 

Size
			 

SizeConnection	 Coupling				    Connection	 Nipple		
type	 QIC 15E	 Ordering No.	 mm	 in	 type	 NIP EU 10.4	 Ordering No.	 mm	 in

H – Hose	 H10	 8202 1304 81 	 10	 3/8	 H – Hose	 H06	 8202 1253 00	   6.3	 1/4
		  H13	 8202 1304 82	 12.5	 1/2		  H08	 8202 1253 05	   8	 5/16
		  H16	 8202 1304 90	 16	 5/8		  H10	 8202 1253 10	 10	 3/8
		  H20	 8202 1304 83	 19	 3/4		  H13	 8202 1253 15	 12.5	 1/2
							       H16	 8202 1253 20	 16	 5/8
							       H20	 8202 1253 23	 19	 3/4

MT – Male taper thread	 MT10	 8202 1304 84 	 3/8 BSPT	 M – Male	 M10	 8202 1253 25	 3/8 BSP
		  MT15	 8202 1304 85	 1/2 BSPT		  M15	 8202 1253 30	 1/2 BSP
		  MT20	 8202 1304 86	 3/4 BSPT		  M20	 8202 1253 34	 3/4 BSP

F – Female	 F10	 8202 1304 87	 3/8 BSP	 MT – Male taper thread	 MT08	 8202 1253 35	 1/4 BSPT
		  F15	 8202 1304 88	 1/2 BSP		  MT10	 8202 1253 40	 3/8 BSPT
		  F20	 8202 1304 89	 3/4 BSP		  MT15	 8202 1253 45	 1/2 BSPT

					     F – Female	 F08	 8202 1253 50	 1/4 BSP
						      F10	 8202 1253 55	 3/8 BSP
						      F15	 8202 1253 60	 1/2 BSP
						      F20	 8202 1253 63	 3/4 BSP

Air flow at an inlet pressure of 6.3 bar.

Quick Couplings	 QIC 15E
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QIC 15SE AND NIP 15E, 41 L/S (recommended air flow at 6.3 bar pressure)

FLOW CHART. QIC 15SE M15 AND NIP 15E F15

Air flow at an inlet pressure of 6.3 bar.

QIC 15SE and NIP 15E 	 Quick Couplings

Eurostandard 10.4
QIC 15SE

The QIC 15SE safety coupling is suit-
able for assembly tools, grinders and 
drills. The QIC 15SE is interchangeable 
with eurostandard nipples and can with-
stand rough handling.

l	Exceptionally high flow.
l	One-hand operation.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Europe.

Technical Data
Max flow capacity 63 l/s (0.5 bar ΔP)
Economical air flow 41 l/s (0.2 bar ΔP)
Max working pressure 10 bar
Temperature range -20ºC to +80ºC

Nipple profile

							     
Connection	 Coupling		  Size	 Connection	 Nipple		  Size

type	 QIC 15SE	 Ordering No.	 mm	 in	 type	 NIP 15E	 Ordering No.	 mm	 in

H – Hose		  H10	 8202 1305 30	 10	 3/8	 H – Hose		  H06	 8202 1253 00	   6.3	 1/4
		  H13	 8202 1305 31	 12.5	 1/2			   H08	 8202 1253 05	   8	 5/16
		  H16	 8202 1305 32	 16	 5/8			   H10	 8202 1253 10	 10	 3/8
								        H13	 8202 1253 15	 12.5	 1/2
								        H16	 8202 1253 20	 16	 5/8

H20	 8202 1253 23	 19	 3/4

M – Male thread		  M08	 8202 1305 33	 1/4 BSP	 M – Male thread		  M10	 8202 1253 25	 3/8 BSP
		  M10	 8202 1305 34	 3/8 BSP			   M15	 8202 1253 30	 1/2 BSP
		  M15	 8202 1305 35	 1/2 BSP			   M20	 8202 1253 34	 3/4 BSP
								      
		

F – Female thread		  F15	 8202 1305 36	 1/2 BSP	 MT – Male taper thread	 MT08	 8202 1253 35	 1/4 BSPT
								        MT10	 8202 1253 40	 3/8 BSPT
								        MT15	 8202 1253 45	 1/2 BSPT

						      F – Female thread		  F08	 8202 1253 50	 1/4 BSP
								        F10	 8202 1253 55	 3/8 BSP
								        F15	 8202 1253 60	 1/2 BSP
							       F20	 8202 1253 63	 3/4 BSP
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Quick Couplings	 ErgoQIC 08US and NIP 08

ERGOQIC 08US AND NIP 08, 11 L/S (recommended air flow at 6.3 bar pressure)

			   Size			   Size
Connection	 Coupling				    Connection	 Nipple		
type	 ErgoQIC 08US	 Ordering No.	 mm	 in	 type	 NIP 08	 Ordering No.	 mm	 in

H – Hose	 H06 8202 1103 00 6.3	 1/4 H – Hose H06 8202 1205 18 6.3 1/4
H08	 8202 1103 01 8	 5/16 H08 8202 1205 26	 8 5/16
H10 8202 1103 02 10	 3/8 H10 8202 1205 34 10 3/8

	 H13 8202 1208 03 12.5 1/2

M – Male M08 8202 1103 05 1/4 BSP M – Male	 M06	 8202 1205 42	 1/8 BSP
	 M10	 8202 1103 07	 3/8 BSP		  M08	 8202 1205 59	 1/4 BSP
	 M15	 8202 1103 09	 1/2 BSP		  M10	 8202 1205 67	 3/8 BSP
			 

F – Female F08 8202 1103 11 1/4 BSP F – Female	 F08 8202 1205 83 1/4 BSP
F10 8202 1103 13 3/8 BSP F10 8202 1205 91 3/8 BSP

ISO 6150-B / US standard
ERGOQIC 08US

The ErgoQIC 08US is a full flow quick 
coupling with no air restriction inside 
the coupling suitable for assembly tools, 
drills and small grinders. Upgrading any 
air system with ErgoQIC 08US will give 
the benefit of productivity and energy ef-
ficiency. 

l	Full flow coupling.
l	Ergonomic design, small size and low 

weight.
l	Strong and durable.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: North America, France, 

Norway and Spain.

FLOW CHART. ERGOQIC 08US AND NIP 08

Air flow at an inlet pressure of 6.3 bar.

Technical Data
Max flow capacity	 17 l/s (0.5 bar ΔP)
Economical air flow	  11 l/s (0.2 bar ΔP)
Max working pressure	 16 bar
Temperature range	 -20ºC to 80ºC

Nipple profile
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QIC 08 AND NIP 08, 8 L/S (recommended air flow at 6.3 bar pressure)

FLOW CHART. QIC 08 M08 AND NIP 08 F08

Air flow at an inlet pressure of 6.3 bar.

QIC 08 and NIP 08 	 Quick Couplings

ISO 6150-B / US standard
QIC 08

The QIC 08 coupling is suitable for small 
screwdrivers and drills. Its lightweight,  
compact design makes the QIC 08 cou-
pling easy to work with.

l	High flow coupling.
l	One-hand operation.
l	Low connection force.
l	Main market: North America, France, 

Norway and Spain.

Technical Data
Max flow capacity 12 l/s (0.5 bar ΔP)
Economical air flow 8 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -20ºC to +80ºC

Nipple profile

						    
Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 QIC 08	 Ordering No.	 mm	 in	 type	 NIP 08	 Ordering No.	 mm	 in

H –  Hose	 H06	 8202 1300 04	   6.3	 1/4	 H – Hose	 H06	 8202 1205 18	   6.3	 1/4
		  H08	 8202 1300 12	   8	 5/16		  H08	 8202 1205 26	   8	 5/16
		  H10	 8202 1300 20	 10	 3/8		  H10	 8202 1205 34	 10	 3/8
							     

M – Male thread	 M08	 8202 1300 38	 1/4 BSP	 M – Male thread	 M06	 8202 1205 42	 1/8 BSP
		  M10	 8202 1300 46	 3/8 BSP		  M08	 8202 1205 59	 1/4 BSP
						      M10	 8202 1205 67	 3/8 BSP

F – Female thread	 F08	 8202 1300 53	 1/4 BSP	 F – Female thread	 F08	 8202 1205 83	 1/4 BSP
		  F10	 8202 1300 61	 3/8 BSP		  F10	 8202 1205 91	 3/8 BSP
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FLOW CHART. QIC 08S M08 AND NIP 08 F08

Air flow at an inlet pressure of 6.3 bar.

QIC 08S AND NIP 08, 8 L/S (recommended air flow at 6.3 bar pressure)

Quick Couplings	 QIC 08S and NIP 08

ISO 6150-B / US standard
QIC 08S

The QIC 08S is a compact safety cou-
pling suitable for small screwdrivers and 
drills. The light, compact design of QIC 
08S couplings makes them easy to work 
with.

l	High flow coupling.
l	One-hand operation.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: North America, France, 

Norway and Spain.

Technical Data
Max flow capacity 12 l/s (0.5 bar ΔP)
Economical air flow 8 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -20ºC to +80ºC

Nipple profile

						    
Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 QIC 08S	 Ordering No.	 mm	 in	 type	 NIP 08	 Ordering No.	 mm	 in

	H – Hose		  H06	 8202 1300 09	   6.3	 1/4	 H – Hose	 H06	 8202 1205 18	   6.3	 1/4
			  H08	 8202 1300 18	   8	 5/16		  H08	 8202 1205 26	   8	 5/16
			  H10	 8202 1300 28	 10	 3/8		  H10	 8202 1205 34	 10	 3/8
						   
							    
							    
	M – Male thread		  M08	 8202 1300 43	 1/4 BSP	 M – Male thread	 M06	 8202 1205 42	 1/8 BSP
			  M10	 8202 1300 45	 3/8 BSP		  M08	 8202 1205 59	 1/4 BSP
								       M10	 8202 1205 67	 3/8 BSP

	F – Female thread		  F08	 8202 1300 58	 1/4 BSP	 F – Female thread	 F08	 8202 1205 83	 1/4 BSP
			  F10	 8202 1300 68	 3/8 BSP		  F10	 8202 1205 91	 3/8 BSP
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Size			   Size
Connection	 Coupling				    Connection	 Nipple		
type ErgoQIC 10US Ordering No. mm	 in type	 NIP 10US	 Ordering No.	 mm	 in

H – Hose	 H08 8202 1107 01   8	 5/16 H – Hose H08 8202 1210 70   8	 5/16
	 H10	 8202 1107 02	 10	 3/8		  H10	 8202 1210 71	 10	 3/8
	 H13	 8202 1107 03	 12.5	 1/2		  H13	 8202 1210 72	 12.5	 1/2
	 H20	 8202 1107 05	 19	 3/4		  H16	 8202 1210 73	 16	 5/8
						      H20	 8202 1210 74	 19	 3/4

M – Male	 M08	 8202 1107 07 1/4 BSP	 M – Male M08 8202 1210 75 1/4 BSP
M10 8202 1107 09 3/8 BSP M10 8202 1210 76 3/8 BSP
M15 8202 1107 11 1/2 BSP M15 8202 1210 77 1/2 BSP

F – Female F08	 8202 1107 13 1/4 BSP F – Female F08 8202 1210 81 1/4 BSP
F10 8202 1107 15 3/8 BSP F10 8202 1210 82 3/8 BSP
F15 8202 1107 17 1/2 BSP F15 8202 1210 83 1/2 BSP

ERGOQIC 10US AND NIP 10US, 27 L/S (recommended air flow at 6.3 bar pressure)

ISO 6150-B / US standard
ERGOQIC 10US

The ErgoQIC 10US is a full flow quick 
coupling with no air restriction inside 
the coupling suitable for assembly tools, 
drills and small grinders. Upgrading any 
air system with ErgoQIC 10US couplings 
will give the benefit of productivity and 
energy efficiency. It is interchangeable 
with US 3/8" standard nipples.

l	Full flow coupling.
l	Ergonomic design, small size and low 

weight.
l	Strong and durable.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: North America, France, 

Norway and Spain.

ErgoQIC 10US and NIP 10US 	 Quick Couplings

FLOW CHART. ERGOQIC 10US AND NIP 10US 

Air flow at an inlet pressure of 6.3 bar.

Technical Data
Max flow capacity	 43 l/s (0.5 bar ΔP)
Economical air flow	  27 l/s (0.2 bar ΔP)
Max working pressure	 16 bar
Temperature range	 -20ºC to 80ºC

Nipple profile
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Quick Couplings	 QIC 10US

Size			   Size
Connection	 Coupling				    Connection	 Nipple		
type QIC 10US Ordering No. mm	 in type	 NIP 10US	 Ordering No.	 mm	 in

H – Hose	 H08 8202 1307 01   8	 5/16 H – Hose H08 8202 1210 70   8	 5/16
	 H10	 8202 1307 02	 10	 3/8		  H10	 8202 1210 71	 10	 3/8
	 H13	 8202 1307 03	 12.5	 1/2		  H13	 8202 1210 72	 12.5	 1/2
						      H16	 8202 1210 73	 16	 5/8
						      H20	 8202 1210 74	 19	 3/4

M – Male	 M08	 8202 1307 10 1/4 BSP	 M – Male M08 8202 1210 75 1/4 BSP
M10 8202 1307 11 3/8 BSP M10 8202 1210 76 3/8 BSP
M15 8202 1307 12 1/2 BSP M15 8202 1210 77 1/2 BSP

F – Female F08	 8202 1307 13 1/4 BSP	 F – Female F08 8202 1210 81 1/4 BSP
F10 8202 1307 14 3/8 BSP F10 8202 1210 82 3/8 BSP
F15 8202 1307 15 1/2 BSP F15 8202 1210 83 1/2 BSP

QIC 10US AND NIP 10US, 12 L/S (recommended air flow at 6.3 bar pressure)

ISO 6150-B / US standard
QIC 10US

The QIC 10US quick coupling is suitable 
for assembly tools, drills and small grind-
ers. The QIC 10US has a wide range 
of connections available and it is inter-
changeable with US 3/8" standard nipples.

l	High flow.
l	One-hand operation.
l	Strong and durable.
l	Main market: Global.

FLOW CHART. QIC 10US AND NIP 10US 

Air flow at an inlet pressure of 6.3 bar.

Technical Data
Max flow capacity	 19 l/s (0.5 bar ΔP)
Economical air flow	  12 l/s (0.2 bar ΔP)
Max working pressure	 10 bar
Temperature range	 -20ºC to 80ºC

Nipple profile



	

322   Air Line Accessories 

l/s

0.00

0.10

0.20

0.30

0.40

0.50

0.00 10.00 20.00 30.00 40.00 50.00 60.00 70.00 80.00

∆
bar

P

 

ErgoQIC 15US and NIP 15US 	 Quick Couplings

ISO 6150-B / US standard
ERGOQIC 15US

The ErgoQIC 15US is a full flow coupling 
with no air restriction inside the coupling 
suitable for large air consuming assem-
bly tools, drills and grinders. Upgrading 
any air system with ErgoQIC 15US will 
give the benefit of productivity and en-
ergy efficiency. It is interchangeable with 
US 1/2" standard nipples.

l	Extreme full flow coupling.
l	Strong and durable.
l	Minimized connection force.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: North America, France, 

Norway and Spain.

Technical Data
Max flow capacity 77 l/s (0.5 bar ΔP)
Economical air flow 52 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -20ºC to +80ºC

FLOW CHART. ERGOQIC 15US AND NIP 15US 

Air flow at an inlet pressure of 6.3 bar.

Nipple profile

			 
Size

			 
SizeConnection	 Coupling				    Connection	 Nipple		

type	 ErgoQIC 15US	 Ordering No.	 mm	 in	 type	 NIP 15US	 Ordering No.	 mm	 in

H – Hose H10 8202 1108 02 10	 3/8 H – Hose H10 8202 1215 40 10	 3/8
H13 8202 1108 03 12.5	 1/2 H13 8202 1215 41 12.5	 1/2
H16	 8202 1108 04 16 5/8 H16 8202 1215 42 16	 5/8
H20 8202 1108 05 19 3/4 H20 8202 1215 43 19	 3/4

M – Male M10 8202 1108 09 3/8 BSP M – Male M08	 8202 1215 44	 1/4 BSP
		  M15	 8202 1108 11	 1/2 BSP		  M10 8202 1215 45	 3/8 BSP
						      M15	 8202 1215 46	 1/2 BSP
						      M20	 8202 1215 47	 3/4 BSP

F – Female F10 8202 1108 15 3/8 BSP	 F – Female F10	 8202 1215 52 3/8 BSP
F15 8202 1108 17 1/2 BSP F15	 8202 1215 53 1/2 BSP

						    
	

ERGOQIC 15US AND NIP 15US, 52 L/S (recommended air flow at 6.3 bar pressure)
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Quick Couplings	 QIC 15US

Nipple profile

ISO 6150-B / US standard
QIC 15US

The QIC 15US quick coupling is suitable 
for assembly tools, drills and grinders. 
The QIC 15US has a wide range of con-
nections available and it is interchange-
able with US 1/2" standard nipples.

l	Exceptional high flow.
l	One-hand operation.
l	Strong and durable.
l	Main market: Global.

Technical Data
Max flow capacity 40 l/s (0.5 bar ΔP)
Economical air flow 22 l/s (0.2 bar ΔP)
Max working pressure 10 bar
Temperature range -20ºC to +80ºC

FLOW CHART. QIC 15US AND NIP 15US 

Air flow at an inlet pressure of 6.3 bar.

QIC 15US AND NIP 15US, 22 L/S (recommended air flow at 6.3 bar pressure)
			 

Size
			 

SizeConnection	 Coupling				    Connection	 Nipple		
type	 QIC 15US	 Ordering No.	 mm	 in	 type	 NIP 15US	 Ordering No.	 mm	 in

H – Hose H13 8202 1308 02 12.5	 1/2 H – Hose H10 8202 1215 40 10	 3/8
H16 8202 1308 20 16	 5/8 H13 8202 1215 41 12.5	 1/2
H20	 8202 1308 03 19 3/4 H16 8202 1215 42 16	 5/8

H20 8202 1215 43 19	 3/4

M – Male M10 8202 1308 10 3/8 BSP M – Male M08	 8202 1215 44	 1/4 BSP
		  M15	 8202 1308 11	 1/2 BSP		  M10 8202 1215 45	 3/8 BSP
		  M20	 8202 1308 12	 3/4 BSP		  M15	 8202 1215 46	 1/2 BSP
						      M20	 8202 1215 47	 3/4 BSP

F – Female F10 8202 1308 13 3/8 BSP	 F – Female F10	 8202 1215 52 3/8 BSP
F15 8202 1308 14 1/2 BSP F15	 8202 1215 53 1/2 BSP

		  F20	 8202 1308 15	 3/4 BSP		
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ErgoQIC 10AC 	 Quick Couplings

Atlas Copco standard EU
ERGOQIC 10AC

The ErgoQIC 10AC is a full flow quick 
coupling with no air restriction inside the 
coupling suitable for assembly tools, 
drills and small grinders. Upgrading any 
air system with ErgoQIC 10AC will give 
the benefit of productivity and energy ef-
ficiency.

l	Full flow coupling.
l	Ergonomic design, small size and low 

weight.
l	Strong and durable.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Nordic, Benelux and Italy.

Technical Data
Max flow capacity 26 l/s (0.5 bar ΔP)
Economical air flow 17 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -10ºC to +70ºC

FLOW CHART. ERGOQIC 10AC AND NIP 10 

Air flow at an inlet pressure of 6.3 bar.

ERGOQIC 10AC AND NIP 10, 17 L/S (recommended air flow at 6.3 bar pressure)

			 
Size

			 
SizeConnection	 Coupling				    Connection	 Nipple		

type	 ErgoQIC 10AC	 Ordering No.	 mm	 in	 type	 NIP 10	 Ordering No.	 mm	 in

H – Hose H08 8202 1109 01 8	 5/16 H – Hose H06 8202 1202 11 6.3	 3/8
H10 8202 1109 02 10 3/8 H08 8202 1202 94 8	 1/2
H13	 8202 1109 03 12.5 1/2 H10 8202 1202 29 10	 5/8

H13 8202 1202 34 12.5	 3/4

M – Male thread M08 8202 1109 05 1/4 BSP M – Male thread M06	 8202 1202 37	 1/8 BSP
 	 M10	 8202 1109 06	 3/8 BSP		  M08 8202 1202 45	 1/4 BSP
 	 M15	 8202 1109 07	 1/2 BSP		  M10	 8202 1202 52	 3/8 BSP
 							     

F – Female F08 8202 1109 09 1/4 BSP	 MT – Male taper thread MT08	 8202 1202 60 1/4 BSPT
F10 8202 1109 10 3/8 BSP MT10	 8202 1202 78	 3/8 BSPT

 	 F15	 8202 1109 11 1/2 BSP	 MT15	 8202 1203 02 1/2 BSPT

 						    
 		   	 F – Female F08	 8202 1202 86 1/4 BSP

F10	 8202 1202 87 3/8 BSP

Nipple profile
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FLOW CHART. QIC 10 M10 AND NIP 10 M10

Air flow at an inlet pressure of 6.3 bar.

Quick Couplings	 QIC 10 and NIP 10

Atlas Copco standard EU
QIC 10

The QIC 10 is a small quick coupling 
suitable for assembly tools and drills. 
The QIC 10 can withstand extremely 
rough handling in tough applications.

l	High flow coupling.
l	Strong and durable.
l	One-hand operation.
l	Main market: Europe and Australia.

Technical Data
Max flow capacity 24 l/s (0.5 bar ΔP)
Economical air flow 15 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -20ºC to +80ºC

Nipple profile

QIC 10 AND NIP 10, 15 L/S (recommended air flow at 6.3 bar pressure)
						    

Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 QIC 10	 Ordering No.	 mm	 in	 type	 NIP 10	 Ordering No.	 mm	 in

H – Hose	 H06	 8202 1302 02	   6.3	 1/4	 H – Hose	 H06	 8202 1202 11	   6.3	 1/4
	 H08	 8202 1302 10	   8	 5/16		  H08	 8202 1202 94	   8	 5/16	
	 H10	 8202 1302 28	 10	 3/8		  H10	 8202 1202 29	 10	 3/8
	 H13	 8202 1302 34	 12.5	 1/2		  H13	 8202 1202 34	 12.5	 1/2
						    

M – Male thread	 M08	 8202 1302 36	 1/4 BSP		 SH – Safety Hose a	 SH06	 8202 1203 10	   6.3	 1/4
	 M10	 8202 1302 44	 3/8 BSP			  SH08	 8202 1203 36	   8	 5/16
						      SH10	 8202 1203 28	 10	 3/8

MT – Male taper thread	 MT15	 8202 1302 51	 1/2 BSPT	 M – Male thread	 M06	 8202 1202 37	 1/8 BSP
	 			   M08	 8202 1202 45	 1/4 BSP
						      M10	 8202 1202 52	 3/8 BSP

F – Female	 F08	 8202 1302 69	 1/4 BSP		 MT – Male taper thread	 MT08	 8202 1202 60	 1/4 BSPT
						      MT10	 8202 1202 78	 3/8 BSPT
						      MT15	 8202 1203 02	 1/2 BSPT

			   		  F – Female	 F08	 8202 1202 86	 1/4 BSP
			   			   F10	 8202 1202 87	 3/8 BSP

a For hoses longer than 3 meters.
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FLOW CHART. QIC 10S M10 AND NIP 10 M10

QIC 10S and NIP 10 	 Quick Couplings

Atlas Copco standard EU
QIC 10S

QIC 10S safety coupling is suitable for 
assembly tools and drills. The QIC 10S 
is strong and durable and interchange-
able with the QIC 10 coupling.

l	High flow coupling.
l	One-hand operation.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Europe and Australia.

Technical Data
Max flow capacity 23 l/s (0.5 bar ΔP)
Economical air flow 14 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -20ºC to +80ºC

Nipple profile

QIC 10S AND NIP 10, 14 L/S (recommended air flow at 6.3 bar pressure)
						    

Connection	 Coupling			   Size	 Connection	 Nipple		  Size

type	 QIC 10S	 Ordering No.	 mm	 in	 type	 NIP 10	 Ordering No.	 mm	 in

H – Hose		  H06	 8202 1302 08	   6.3	 1/4	 H – Hose	 H06	 8202 1202 11	   6.3	 1/4	
		  H08	 8202 1302 18	   8	 5/16		  H08	 8202 1202 94	   8	 5/16
		  H10	 8202 1302 33	 10	 3/8		  H10	 8202 1202 29	 10	 3/8
		  H13	 8202 1302 39	 12.5	 1/2		  H13	 8202 1202 34	 12.5	 1/2

M – Male thread		  M08	 8202 1302 43	 1/4 BSP	 SH – Safety hose a	 SH06	 8202 1203 10	   6.3	 1/4
		  M10	 8202 1302 54	 3/8 BSP		  SH08	 8202 1203 36	   8	 5/16
		  M15	 8202 1302 81	 1/2 BSP		  SH10	 8202 1203 28	 10	 3/8

MT – Male taper thread		  MT15	 8202 1302 58	 1/2 BSPT	 M – Male thread	 M06	 8202 1202 37	 1/8 BSP
							       M08	 8202 1202 45	 1/4 BSP
							       M10	 8202 1202 52	 3/8 BSP

F – Female		  F08	 8202 1302 73	 1/4 BSP	 MT – Male taper thread	 MT08	 8202 1202 60	 1/4 BSPT
		  F10	 8202 1302 74	 3/8 BSP		  MT10	 8202 1202 78	 3/8 BSPT
							       MT15	 8202 1203 02	 1/2 BSPT

	 					     F – Female	 F08	 8202 1202 86	 1/4 BSP
							       F10	 8202 1202 87	 3/8 BSP

Air flow at an inlet pressure of 6.3 bar.

a For hoses longer than 3 meters.
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FLOW CHART. QIC 15 M15 AND NIP 15 F15

Air flow at an inlet pressure of 6.3 bar.

Quick Couplings	 QIC 15 and NIP 15

Atlas Copco standard EU
QIC 15

The QIC 15 quick coupling is suitable for 
assembly tools, grinders and drills. The 
QIC 15 can withstand extremely rough 
handling in tough applications.

l	Extremely high flow.
l	Strong and durable.
l	One-hand operation.
l	Main market: Europe.

Technical Data
Max flow capacity 48 l/s (0.5 bar ΔP)
Economical air flow 30 l/s (0.2 bar ΔP)
Max working pressure 10 bar
Temperature range -20ºC to +80ºC

Nipple profile

Connection	 Coupling		  Size	 Connection	 Nipple		  Size

type	 QIC 15	 Ordering No.	 mm	 in	 type	 NIP 15	 Ordering No.	 mm	 in

H – Hose	 H10	 8202 1304 00	 10	 3/8	 H – Hose	 H06	 8202 1251 03	   6.3	 1/4
	 H13	 8202 1304 18	 12.5	 1/2		  H08	 8202 1252 28	   8	 5/16
	 H16	 8202 1304 26	 16	 5/8		  H10	 8202 1251 11	 10	 3/8
						      H13	 8202 1251 29	 12.5	 1/2
						      H16	 8202 1251 37	 16	 5/8

M – Male thread	 M08	 8202 1304 34	 1/4 BSP		  SH – Safety Hose a	 SH10	 8202 1203 44	 10	 3/8
	 M10	 8202 1304 42	 3/8 BSP			   SH13	 8202 1203 51	 12.5	 1/2
	 M15	 8202 1304 59	 1/2 BSP			   SH16	 8202 1203 69	 16	 5/8

F – Female thread	 F15	 8202 1304 67	 1/2 BSP		  M – Male thread	 M10	 8202 1251 45	 3/8 BSP
						      M15	 8202 1251 52	 1/2 BSP
			 

					     MT – Male taper thread	 MT08	 8202 1251 60	 1/4 BSPT
						      MT10	 8202 1251 78	 3/8 BSPT
						      MT15	 8202 1251 86	 1/2 BSPT

	 				    F – Female thread	 F08	 8202 1251 94	 1/4 BSP
						      F10	 8202 1252 02	 3/8 BSP
						      F15	 8202 1252 10	 1/2 BSP

QIC 15 AND NIP 15, 30 L/S (recommended air flow at 6.3 bar pressure)

a For hoses longer than 3 meters.
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Connection	 Coupling		  Size	 Connection	 Nipple		  Size

type	 QIC 15S	 Ordering No.	 mm	 in	 type	 NIP 15	 Ordering No.	 mm	 in

H – Hose		  H10	 8202 1304 08	 10	 3/8	 H – Hose	 H06	 8202 1251 03	   6.3	 1/4
		  H13	 8202 1304 23	 12.5	 1/2		  H08	 8202 1252 28	   8	 5/16
		  H16	 8202 1304 33	 16	 5/8		  H10	 8202 1251 11	 10	 3/8
							       H13	 8202 1251 29	 12.5	 1/2
							       H16	 8202 1251 37	 16	 5/8
									       
M – Male thread		  M08	 8202 1304 38	 1/4 BSP	 SH – Safety Hose a	 SH10	 8202 1203 44	 10	 3/8
		  M10	 8202 1304 48	 3/8 BSP		  SH13	 8202 1203 51	 12.5	 1/2
		  M15	 8202 1304 73	 1/2 BSP		  SH16	 8202 1203 69	 16	 5/8

F – Female thread		 F15	 8202 1304 74	 1/2 BSP	 M – Male thread	 M10	 8202 1251 45	 3/8 BSP
						      M15	 8202 1251 52	 1/2 BSP

			   		  MT – Male taper thread	 MT08	 8202 1251 60	 1/4 BSPT
						      MT10	 8202 1251 78	 3/8 BSPT
						      MT15	 8202 1251 86	 1/2 BSPT

			   		  F – Female thread	 F08	 8202 1251 94	 1/4 BSP
						      F10	 8202 1252 02	 3/8 BSP
						      F15	 8202 1252 10	 1/2 BSP

FLOW CHART. QIC 15S M15 AND NIP 15 F15

Air flow at an inlet pressure of 6.3 bar.

QIC 15S and NIP 15 	 Quick Couplings

QIC 15S AND NIP 15, 33 L/S (recommended air flow at 6.3 bar pressure)

Atlas Copco standard EU
QIC 15S

The QIC 15S safety coupling is suitable 
for assembly tools, grinders and drills. 
The QIC 15S is easy to handle, strong 
and durable.

l	Exceptionally high flow.
l	One-hand operation.
l	Safety feature according to EN 983 / 

ISO 4414.
l	Main market: Europe.

Technical Data
Max flow capacity 52 l/s (0.5 bar ΔP)
Economical air flow 33 l/s (0.2 bar ΔP)
Max working pressure 10 bar
Temperature range -20ºC to +80ºC

Nipple profile

a For hoses longer than 3 meters.
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ERGOQIC 10 ASIA AND NIP 10 ASIA, 22 L/S (recommended air flow at 6.3 bar pressure)

						    
Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 ErgoQIC 10 ASIA	 Ordering No.	 mm	 in	 type	 NIP 10 ASIA	 Ordering No.	 mm	 in

H – Hose	 H06	 8202 1104 00	   6.3	 1/4	 H – Hose	 H06	 8202 1202 15	   6.3	 1/4
H08 8202 1104 01	   8	 5/16 H08 8202 1202 16	   8	 5/16

		  H10	 8202 1104 02	 10	 3/8		  H10	 8202 1202 17	 10	 3/8
		  H13	 8202 1104 03	 12.5	 1/2		  H13	 8202 1202 18	 12.5	 1/2

MT – Male taper thread	 MT08	 8202 1104 05	 1/4 BSPT	 MT – Male taper thread	 MT06	 8202 1202 19	 1/8 BSPT
		  MT10	 8202 1104 06	 3/8 BSPT		  MT08	 8202 1202 20	 1/4 BSPT
		  MT15	 8202 1104 07	 1/2 BSPT		  MT10	 8202 1202 21	 3/8 BSPT

MT15	 8202 1202 22	 1/2 BSPT

FT – Female taper thread	 FT08	 8202 1104 09	 1/4 BSPT FT – Female taper thread FT08	 8202 1202 23	 1/4 BSPT
		  FT10	 8202 1104 10	 3/8 BSPT		  FT10	 8202 1202 24	 3/8 BSPT
		  FT15	 8202 1104 11	 1/2 BSPT		  FT15	 8202 1202 25	 1/2 BSPT

	

FLOW CHART. ERGOQIC 10 ASIA AND NIP 10 ASIA

Air flow at an inlet pressure of 6.3 bar.

Quick Couplings 	 ErgoQIC 10 ASIA and NIP 10 ASIA

ASIA standard
ERGOQIC 10 ASIA

The ErgoQIC 10 ASIA is a full flow cou-
pling with no air restriction inside the 
coupling. It is suitable for assembly 
tools, drills and grinders. Upgrading any 
air system with ErgoQIC 10 ASIA will 
give the benefits of productivity and en-
ergy efficiency. 

l	Extreme full flow coupling.
l	Strong and durable.
l	Minimized connection force.
l	Safety feature according to  

EN 983 / ISO 4414.
l	Main market: Asia, Italy.

Technical Data
Max flow capacity 35 l/s (0.5 bar ΔP)
Economical air flow 22 l/s (0.2 bar ΔP)
Max working pressure 16 bar
Temperature range -10ºC to +70ºC

Nipple profile
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QIC 10 ASIA and NIP 10 ASIA 	 Quick Couplings

ASIA standard
QIC 10 ASIA

The QIC 10 ASIA quick coupling is suit-
able for assembly tools, drills and small 
grinders. The QIC 10 ASIA has a wide 
range of connections available and it is in-
terchangeable with asia standard nipples.

l	High flow.
l	One-hand operation.
l	Strong and durable.
l	Main market: Asia.

Technical Data
Max flow capacity 20 l/s (0.5 bar ΔP)
Economical air flow 13 l/s (0.2 bar ΔP)
Max working pressure 10 bar
Temperature range -20ºC to +80ºC

						    
Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 QIC 10 ASIA	 Ordering No.	 mm	 in	 type	 NIP 10 ASIA	 Ordering No.	 mm	 in

H – Hose	 H06	 8202 1302 85	   6.3	 1/4	 H – Hose	 H06	 8202 1202 15	   6.3	 1/4
		  H08	 8202 1302 86	   8	 5/16		  H08	 8202 1202 16	   8	 5/16
		  H10	 8202 1302 87	 10	 3/8		  H10	 8202 1202 17	 10	 3/8
		  H13	 8202 1302 88	 12.5	 1/2		  H13	 8202 1202 18	 12.5	 1/2

MT – Male taper thread	 MT08	 8202 1302 89	 1/4 BSPT	 MT – Male taper thread	 MT06	 8202 1202 19	 1/8 BSPT
		  MT10	 8202 1302 90	 3/8 BSPT		  MT08	 8202 1202 20	 1/4 BSPT
		  MT15	 8202 1302 91	 1/2 BSPT		  MT10	 8202 1202 21	 3/8 BSPT
							       MT15	 8202 1202 22	 1/2 BSPT

FT – Female taper thread	 FT08	 8202 1302 92	 1/4 BSPT	 FT – Female taper thread	 FT08	 8202 1202 23	 1/4 BSPT
		  FT10	 8202 1302 93	 3/8 BSPT		  FT10	 8202 1202 24	 3/8 BSPT
		  FT15	 8202 1302 94	 1/2 BSPT		  FT15	 8202 1202 25	 1/2 BSPT

	

QIC 10 ASIA AND NIP 10 ASIA, 13 L/S (recommended air flow at 6.3 bar pressure)

Air flow at an inlet pressure of 6.3 bar.

FLOW CHART. QIC 10 ASIA AND NIP 10 ASIA

Nipple profile
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Nipple profile

TEMA standard
QIC 10 T

The QIC 10T is a small quick coupling 
suitable for assembly tools and drills. 
The QIC 10T has a compact design and 
high flow rates. It is interchangeable with 
Tema 1300, Rectus 31 and Cejn 303.

l	High flow.
l	One-hand operation.
l	Main market: Nordic.

Technical Data
Max flow capacity 19 l/s (0.5 bar ΔP)
Economical air flow 12 l/s (0.2 bar ΔP)
Max working pressure 35 bar
Temperature range -20ºC to +100ºC

FLOW CHART. QIC 10T AND NIP 10T

Quick Couplings	 QIC 10T and NIP 10T

QIC 10T AND NIP 10T ,12 L/S (recommended air flow at 6.3 bar pressure)

						    
Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 QIC 10T	 Ordering No.	 mm	 in	 type	 NIP 10T	 Ordering No.	 mm	 in

H – Hose	 H06	 8202 1308 35	 6	 1/4	 H – Hose	 H06	 8202 1203 70	 6	 1/4
		  H08	 8202 1308 36	 8	 5/16		  H08	 8202 1203 71	 8	 5/16
		  H10	 8202 1308 37	 10	 3/8		  H10	 8202 1203 72	 10	 3/8
		  H13	 8202 1308 38	 13	 1/2		  H13	 8202 1203 73	 13	 1/2
									       

M – Male	 MT08	 8202 1308 32	 1/4 BSPT	 M – Male	 MT06	 8202 1203 74	 1/8 BSPT
		  MT10	 8202 1308 33	 3/8 BSPT		  MT08	 8202 1203 75	 1/4 BSPT
		  MT15	 8202 1308 34	 1/2 BSPT		  MT10	 8202 1203 76	 3/8 BSPT
							       MT15	 8202 1203 77	 1/2 BSPT

F – Female	 F08	 8202 1308 30	 1/4 BSP	 F – Female	 F06	 8202 1203 78	 1/8 BSP
		  F10	 8202 1308 31	 3/8 BSP		  F08	 8202 1203 79	 1/4 BSP
							       F10	 8202 1203 80	 3/8 BSP	

	

Air flow at an inlet pressure of 6.3 bar.
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TEMA standard
QIC 15T

The QIC 15T quick coupling is suitable for 
assembly tools, drills and small grinders. 
The QIC 15T has a robust, compact de-
sign and high flow rates. It is interchange-
able with Tema 1800, Rectus 32 and Cejn 
408.

l	High flow.
l	One-hand operation.
l	Main market: Nordic.

Technical Data
Max flow capacity 38 l/s (0.5 bar ΔP)
Economical air flow 24 l/s (0.2 bar ΔP)
Max working pressure 35 bar
Temperature range -20ºC to +100ºC

FLOW CHART. QIC 15T AND NIP 15T

QIC 15T and NIP 15T 	 Quick Couplings

QIC 15T AND NIP 15T, 24 L/S (recommended air flow at 6.3 bar pressure)
						    

Connection	 Coupling		  Size		  Connection	 Nipple		  Size

type	 QIC 15T	 Ordering No.	 mm	 in	 type	 NIP 15T	 Ordering No.	 mm	 in

	 H – Hose	 H10	 8202 1308 56	 10	 3/8	 H – Hose	 H10	 8202 1203 85	 10	 3/8
		  H13	 8202 1308 57	 13	 1/2		  H13	 8202 1203 86	 13	 1/2
		  H16	 8202 1308 58	 16	 5/8		  H16	 8202 1203 87	 16	 5/8
		  H20	 8202 1308 59	 20	 3/4		  H20	 8202 1203 88	 19	 3/4
									       

	 M – Male	 MT10	 8202 1308 53	 3/8 BSPT	 M – Male	 M08	 8202 1203 89	 1/4 BSP
		  MT15	 8202 1308 54	 1/2 BSPT		  M10	 8202 1203 90	 3/8 BSP
		  MT20	 8202 1308 55	 3/4 BSPT		  MT15	 8202 1203 91	 1/2 BSPT
							       MT20	 8202 1203 92	 3/4 BSPT

	 F – Female	 F10	 8202 1308 50	 3/8 BSP	 F – Female	 F08	 8202 1203 93	 1/4 BSP
		  F15	 8202 1308 51	 1/2 BSP		  F10	 8202 1203 94	 3/8 BSP
		  F20	 8202 1308 52	 3/4 BSP		  F15	 8202 1203 95	 1/2 BSP
						    
	

Air flow at an inlet pressure of 6.3 bar.
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Connection	 Coupling			   Size		  Bore
type	 CLAW	 Ordering No.	 mm	 in	 B, mm
H – Hose	 H06	 9000 0308 00	   6.3	 1/4	   5.0
		  H10	 9000 0309 00	 10	 3/8	   8.0
		  H13	 9000 0310 00	 12.5	 1/2	 10.5
		  H16	 9000 0311 00	 16	 5/8	 13.5
		  H20	 9000 0312 00	 19	 3/4	 17.0
		  H25 	 9000 0313 00	 25	 1	 22.0

LNH – Lock nut, Hose	 LNH10	 9000 0260 00	 10	 3/8	   8.0
		  LNH13	 9000 0261 00	 12.5	 1/2	 10.5
		  LNH16	 9000 0262 00	 16	 5/8	 13.5
		  LNH20	 9000 0263 00	 19	 3/4	 17.2
		  LNH25	 9000 0264 00	 25	 1	 22.0

M – Male thread	 M10	 9000 0300 00		  3/8 BSP	 11.2
		  M15	 9000 0301 00		  1/2 BSP	 14.8
		  M20	 9000 0302 00		  3/4 BSP	 19.0
		  M25	 9000 0303 00		  1 BSP	 25.5

F – Female thread	 F10	 9000 0304 00		  3/8 BSP	 15.0
		  F15	 9000 0305 00		  1/2 BSP	 18.6
		  F20	 9000 0306 00		  3/4 BSP	 24.0
		  F25	 9000 0307 00		  1 BSP	 25.0

Protection cover for		  9000 0314 00
CLAW couplings	

Extra packing for	 For type H, M and F	 9000 0000 00 (+80oC), 9000 0000 01 (+200oC) a

CLAW couplings	 For LNH10, -13 and -16	 9000 0015 00
		  For LNH20 and -25	 9000 0268 00 (+80oC), 9000 0319 00 (+200oC) a

Safety lock spring		  3176 8640 90	 25 pieces

a Viton-green.

CLAW couplings are made from drop-
forged, hardened steel which can with-
stand rough treatment and ensures a 
long life even under difficult conditions. 
The coupling head is the same for all 
sizes, which can therefore be freely com-
bined.

The recommended maximum working 
pressure is 10 bar.
l	Large bore – machined surfaces give 

low air resistance and minimum pres-
sure drop.

l	Robust claws – will withstand rough 
handling without deformation.

l	Locking lugs – precision‑made to pro-
vide a reliable lock.

l	Special rubber packings – resistant 
to oil and temperature changes. Max. 
temperature 80oC (176oF).

l	Packing seats – lathe‑turned grooves 
ensure a leak‑proof seal.

l	Couplings are zinc‑plated and thus ef-
fectively treated against corrosion.

FLOW CHART. FOR 2 PIECES OF CLAW 

Air flow at an inlet pressure of 6 bar.

CLAW	 Claw Couplings
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BAL AND BAL‑1A

The Atlas Copco valves BAL and BAL‑1A 
are both suitable for air, water and many 
other liquids and gases due to the choice 
of material.
l	Silicone-free grease – Both are lubri-

cated with silicone‑free grease which 
is important when spray‑painting.

l	Maximum through flow – Full bore 
valve to DIN standards.

l	Housing and ball made of chrome‑ 
plated hot‑stamped brass MS 58.

l	Handle of enamelled aluminum.

BAL – WITH NITRILE RUBBER SEALS

BAL valves can be used in all settings 
between fully open and fully closed.

The balls and the seals can be re-
placed without the body being removed 
from the piping.

BAL‑1A – WITH TEFLON SEALS

Intended for operating either fully open or 
fully closed.

Technical data

BAL 
Maximum working pressure: 16 bar. 
Working temperature range: -20oC to 
+90oC.

BAL‑1A 
Maximum working pressure: 16 bar
(BAL‑1A 40 and 50: max. 16 bar up to 
+100oC).
Working temperature range: -30oC to 
+200oC. (BAL‑1A 40 and 50: at +200oC 
max. working pressure is reduced to 8 
bar).

Ball Valves 	 BAL, BAL-1A

Dimensions

	 Connection	 Bore
	 thread	 D	 L	 H	 I
Model	 in BSP	 mm	 mm	 mm	 mm	 Ordering No.

BAL 08 1/4 9.5 50 41 - 8202 0301 05
BAL 10 3/8 9.5 50 41 - 8202 0302 04
BAL 15 1/2 12.5 60 43 - 8202 0303 03
BAL 20 3/4 19 75 55 - 8202 0304 02
BAL 25 1 24.5 90 64 - 8202 0305 01
BAL-1A 08 1/4 8 43 44 73 8202 0306 03
BAL-1A 10 3/8 10 50 47 73 8202 0306 11
BAL-1A 15 1/2 15 61 53 94 8202 0306 29
BAL-1A 20 3/4 20 70 57 94 8202 0306 37
BAL-1A 25 1 25 83 67.5 122 8202 0306 45
BAL-1A 32 1 1/4 32 100 83 150 8202 0306 52
BAL-1A 40 1 1/2 38 107 87 150 8202 0306 60
BAL-1A 50 2 50 129 103 193 8202 0306 78

BAL-1ABAL 
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a The pressure drop will be 0.2 bar at an inlet pres-
sure of 6 bar.

 Max rec.  Thread     

	 air flow a	 Inlet female	 Outlet male	 Weight	 Length Dia 
Model	 l/s	 cfm	 in	 in g	 mm mm	 Ordering No.

MultiFlex 1/8" BSP	 12	 25	 1/8	 1/8	 73	 66.2	 24	 8202 1350 18
MultiFlex 1/4" BSP	 12	 25	 1/4	 1/4	 73	 66.2	 24	 8202 1350 20
MultiFlex 3/8" BSP	 32	 68	 3/8	 3/8	 130	 80.6	 29.5	 8202 1350 22
MultiFlex 1/2" BSP	 32	 68	 1/2	 1/2	 125	 80.6	 29.5	 8202 1350 24
MultiFlex 1/8" BSP b	 12	 25	 1/8	 1/8	 76	 66.2	 27	 8202 1350 40
MultiFlex 1/4" BSP b	 12	 25	 1/4	 1/4	 76	 66.2	 27	 8202 1350 41
MultiFlex 1/2" BSP c	 54	 114	 1/2	 1/2	 326	 98.3	 39	 8202 1350 60

MULTIFLEX SWIVEL
MULTI-DIRECTIONAL CONNECTOR

The MultiFlex swivel is an ingenious 
multi-directional connector. Connect 
your tool and the hose will stay in the 
ideal position however much you and the 
tool move around. The MultiFlex bends 
and rotates 360º in all directions while 
the hose stays straight. It takes the effort 
out of working in those cramped spac-
es. What’s more, the hose feels almost 
weightless and it reduces hose wear. It’s 
the magic of MultiFlex – a marriage of er-
gonomic thinking and ingenious design.

l Ergonomic.
l Reduces hose wear.
l High flow capacity.
l Minimum pressure drop.
l Strong and durable.
l Cover made of EPDM.

MultiFlex	 Swivel Connectors

MULTIFLEX 1/2" OR 3/8" MULTIFLEX 1/8" OR 1/4"

Flow (l/s) Flow (l/s)

 90 degrees  90 degrees

FLOW CHART

b With cover.
c HIGH FLOW.

MULTIFLEX HIGH FLOW
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		  For	 Medium clamp
	 For	 PVC, 	 worm drive	
	 CABLAIR	 POLUR	 mm	 Ordering No.

	 –	 –	   8.0-14.0	 0347 6102 00
	 –	 08	 11.0-17.0	 0347 6103 00
	 –	 10	 11.0-17.0	 0347 6103 00
	 –	 –	 13.0-20.0	 0347 6104 00
	 16	 13	 15.0-24.0	 0347 6105 00
	 20	 16	 19.0-28.0	 0347 6106 00
	 –	 20	 22.0-32.0	 0347 6107 00
	 25	 25	 26.0-38.0	 0347 6109 00
	 –	 –	 32.0-44.0	 0347 6111 00
	 –	 –	 38.0-50.0	 0347 6112 00
	 –	 –	 50.0-65.0	 0347 6113 00

MEDIUM PRESSURE CLAMPS 
FOR RUBBER HOSES

			   Heavy-duty	
	 For	 For	 clamp		
	 TURBO	 RUBAIR	 mm	 Ordering No.

	 –	 –	 22.0-25.0	 9000 0194 00
	 20	 16	 25.0-28.0	 9000 0195 00
	 –	 20	 29.0-32.0	 9000 0196 00
	 –	 25	 34.0-38.0	 9000 0197 00

HOSE CONNECTION
Male thread – hose nippleSIMPLE PRESSURE CLAMPS FOR PVC HOSES

			   One-lugged
	 For	 For	 steel clamp	
	 CABLAIR	 PVC	 mm	 Ordering No.

	 –	 –	   5.2-  6.2	 0347 0122 18
	 –	 –	   5.9-  7.0	 0347 0122 19
	 –	 03	   7.0-  8.5	 0347 0122 05
	 06	 05	   8.5-10.0	 0347 0122 06
	 08	 06	   9.8-11.8	 0347 0122 07
	 –	 08	 11.3-13.3	 0347 0122 08
	 10	 –	 12.8-14.8	 0347 0122 09
	 –	 10	 14.6-16.8	 0347 0122 10
	 13	 –	 16.5-18.8	 0347 0122 11
	 –	 13	 18.0-20.3	 0347 0122 12
	 16	 –	 20.2-22.8	 0347 0122 13
	 –	 –	 22.0-24.8	 0347 0122 14
	 20	 –	 23.3-26.3	 0347 0122 15
	 –	 –	 26.5-30.0	 0347 0122 16
	 25	 –	 29.8-33.1	 0347 0122 22

			   Medium clamp
	 For	 For	 worm drive	
	 TURBO	 RUBAIR	 mm	 Ordering No.

	 –	 06	 11.0-17.0	 0347 6103 00
	 13	 10	 13.0-20.0	 0347 6104 00
	 16	 13	 15.0-24.0	 0347 6105 00
	 –	 16	 19.0-28.0	 0347 6106 00
	 20	 –	 22.0-32.0	 0347 6107 00
	 –	 20	 26.0-38.0	 0347 6109 00

GASKETS

	 For couplings	 Fiber gasket between
	 with male parallel 	 material and nipple
	 thread	 Ordering No.

	 1/8 BSP	 0657 5742 00
	 1/4 BSP	 0657 5764 00
	 3/8 BSP	 0657 5785 00
	 1/2 BSP	 0653 0500 01
	 3/4 BSP	 0657 5823 00
	 1 BSP	 0657 5830 00

	 Hose size
	 Thread
	 in	 mm	 in	 Ordering No.

1/8 BSP	   3.2	 1/8	 9000 0523 00
1/8 BSPT	   5	 3/16	 4010 0031 00
1/8 BSPT	   6.3	 1/4	 9000 0240 00
1/4 BSP	   3.2	 1/8	 9000 0524 00
1/4 BSPT	   6.3	 1/4	 9000 0241 00
1/4 BSPT	   8	 5/16	 9090 1715 00
1/4 BSPT	 10	 3/8	 9000 0247 00
3/8 BSPT	 10	 3/8	 9000 0242 00
3/8 BSPT	 12.5	 1/2	 9000 0248 00
1/2 BSPT	 12.5	 1/2	 9000 0243 00
1/2 BSPT	 16	 5/8	 9000 0244 00
1/2 BSP	 20	 3/4	 4150 0429 00
3/4 BSPT	 20	 3/4	 9000 0245 00
   1 BSPT	 25	 1	 9000 0246 00

MEDIUM PRESSURE CLAMPS FOR PVC HOSES

HEAVY-DUTY PRESSURE CLAMPS 
FOR RUBBER HOSES

 	 Air outlet Max Swivel
	 Air	 Male	 bend from
	 inlet	 BSP	 centre line	 Ordering No.

	 5/16" hose	 1/4	 30°	 4210 3134 80

SWIVELS

REDUCING NIPPLE IN BRASS

	 Female thread	 Male thread
	 in	 in	 Ordering No.

	 1/4 BSP	 1/8 BSP	 9721 4000 94
	 3/8 BSP	 1/4 BSP	 9721 4000 92
	 1/2 BSP	 3/8 BSP	 9721 4000 93

Fittings

Recommended flow max 10 l/s
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	 Male	 Female	
	 thread	 thread	
	 in	 in	 Ordering No.

	 1/4 BSP	 1/8 BSP	 9090 0799 00
	 3/8 BSP	 1/4 BSP	 9090 0798 00
	 1/2 BSP	 1/4 BSP	 9090 1469 00
	 1/2 BSP	 3/8 BSP	 9090 0797 00
	 3/4 BSP	 1/2 BSP	 9090 0796 00
	 1 BSPT	 3/4 BSP	 9090 0795 00

BUSHING
Male thread – female thread

DOUBLE CONNECTION
Male taper thread – male taper thread

	 From	 To
	 thread	 thread
	 in	 in	 Ordering No.

	 1/8 BSPT	 1/8 BSPT	 9090 0100 00
	 1/8 BSPT	 1/4 BSPT	 9090 0110 00
	 1/4 BSPT	 1/4 BSPT	 9090 0120 00
	 1/4 BSPT	 3/8 BSPT	 9090 0130 00
	 3/8 BSPT	 3/8 BSPT	 9090 0140 00
	 3/8 BSPT	 1/2 BSPT	 9090 0150 00
	 1/2 BSPT	 1/2 BSPT	 9090 0160 00
	 1/2 BSPT	 3/4 BSPT	 9090 0170 00
	 3/4 BSPT	 3/4 BSPT	 9090 0180 00
	 3/4 BSPT	   1 BSPT	 9090 0190 00
	   1 BSPT	   1 BSPT	 9090 0200 00

HOSE CONNECTION WITH CLAMP NUT 
AND SPRING GUARD

Clamp nut, brass

	 Hose diameter	
	 Outside/Inside	 Male thread	
	 mm	 in	 Ordering No.

	 10/8 	 1/4 BSP	 9721 4002 89
	 12/10 	 3/8 BSP	 9721 4000 88
	 15/12.5 	 1/2 BSP	 9721 4000 89

Male threaded hose nipple with clamp nut should be used with female threaded 
quick couplings.

Spring guard in steel

	 Hose diameter	
	 Outside/Inside	
	 mm	 Ordering No.

	 10/8 	 9721 4002 88
	 12/10 	 9721 4000 91
	 15/12 	 9721 4002 85

The spring guard should be used with the clamp nut above.

DOUBLE ADJUSTABLE CONNECTION
Male thread – male thread

	 From	 To
	 thread	 thread

	 in	 in	 Ordering No.

	 1/2 BSP	 1/2 BSP	 9090 0806 00

SEALING RINGS FOR DOUBLE ADJUSTABLE 
CONNECTION

		  Spare rubber
	 For coupling	 sealing ring for
	 with male thread	 adjustable connections

	 in	 Ordering No.

	 1/2 BSP	 9090 0884 00
	   1 BSP	 9090 0886 00

Fittings

MANIFOLDS
3/8 inlet on each side, 1/4 outlets for couplings

	 Thread 	 Number	
	 Inlet	 Outlet	 of	
	 in	 in	 outlets	 Ordering No.

	 3/8 BSP	 1/4 BSP	 4	 9090 0201 00
	 3/8 BSP	 1/4 BSP	 5	 9090 0201 01
	 3/8 BSP	 1/4 BSP	 6	 9090 0201 02

MANIFOLDS			 
3/8 inlet on each side, 1/4 outlet on both sides for couplings

	 Thread 	 Number	
	 Inlet	 Outlet	 of	
	 in	 in outlets	 Ordering No.

	 3/8 BSP	 1/4 BSP 4	 9090 0201 10
	 3/8 BSP	 1/4 BSP 6	 9090 0201 11
	 3/8 BSP	 1/4 BSP 8	 9090 0201 12
	 3/8 BSP	 1/4 BSP 10	 9090 0201 13



	

338   Air Line Accessories 

HEX HEAD PLUG

Y-CONNECTIONS
2 female outlets and 1 male inlet

 Female thread Male thread 
Model in in Ordering No.

F/F/M08 1/4 BSP 1/4 BSP 9090 0201 86
F/F/M10 3/8 BSP 3/8 BSP 9090 0201 87
F/F/M15 1/2 BSP 1/2 BSP 9090 0201 85

PIPE CROSS

	 Female thread	
Model	 in	 Ordering No.

F08	 1/4 BSP	 9090 0201 21
F10	 3/8 BSP	 9090 0201 22
F15	 1/2 BSP	 9090 0201 20

CROSS
3 female threads and 1 male thread

 Female thread Male thread 
Model in in Ordering No.

3xF08 1xM08 1/4 BSP 1/4 BSP 9090 0201 31
3xF10 1xM10 3/8 BSP 3/8 BSP 9090 0201 32
3xF15 1xM15 1/2 BSP 1/2 BSP 9090 0201 30

PIPE TEE	

	 Female threads
Model	 in	 Ordering No.

F08	 1/4 BSP	 9090 0201 51
F10	 3/8 BSP	 9090 0201 53
F15	 1/2 BSP	 9090 0201 50
F20	 3/4 BSP	 9090 0201 52
F25	 1 BSP	 9090 0201 54

BRANCH TEE
2 female outlets and 1 male inlet

	 Female thread	 Male thread	
Model	 in	 in	 Ordering No.

2xF08 1xM08	 1/4 BSP	 1/4 BSP	 9090 0201 61
2xF10 1xM10	 3/8 BSP	 3/8 BSP	 9090 0201 63
2xF15 1xM15	 1/2 BSP	 1/2 BSP	 9090 0201 60
2xF20 1xM20	 3/4 BSP	 3/4 BSP	 9090 0201 62
2xF25 1xM25	 1 BSP	 1 BSP	 9090 0201 64

RUN TEE
2 female outlets and 1 male inlet

	 Female thread	 Male thread	
Model	 in	 in	 Ordering No.

F08/M08/F08	 1/4 BSP	 1/4 BSP	 9090 0201 71
F10/M10/F10	 3/8 BSP	 3/8 BSP	 9090 0201 72
F15/M15/F15	 1/2 BSP	 1/2 BSP	 9090 0201 70

	 Male thread	
Model	 in	 Ordering No.

M08	 1/4 BSP	 9090 0201 81
M10	 3/8 BSP	 9090 0201 84
M15	 1/2 BSP	 9090 0201 80
M20	 3/4 BSP	 9090 0201 83
M25	 1 BSP	 9090 0201 82

PIPE ELBOW

	 Female thread	  
Model	 in	 Ordering No

F08	 1/4 BSP	 9090 0201 40
F10	 3/8 BSP	 9090 0201 43
F15	 1/2 BSP	 9090 0201 41
F20	 3/4 BSP	 9090 0201 42
F25	 1 BSP	 9090 0201 44

Fittings


